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The change of test cell selection on the MGM UI could occur in three places in the 1 

MGM EOC: Step 15 in Activation, Step 14 in AP-02, or Step 15 in AP-03. The 2 

procedural change would be the same for all three, as shown below. 3 
  4 
EOC Procedure Changes for MGM: Red FD02 and subsequent activities 5 

Crew: MS2 6 

MET: 01/02:45 7 

Change:  Activation (MGM, NOM PROC) Step 15, pg. 1-9 to read as follows: 8 
  9 

  10 
MGM 11 

Shared PGSC 15. Select 'Setup' / 'Select Test Cell' 12 
Select Test Cell 13 
Select test cell letter 'A', 'B', 'C' or 'D' 14 
If test cell A or C, select test cell letter 'A' 15 
If test cell D, select test cell letter 'D' 16 
Select 'OK' 17 
Record Load Cell value 'Load' from PGSC screen in table  below  18 

 19 
 Change AP-02 Step to read: 20 
AP–02 SYSTEM RECOVERY (CRUSH MOTOR POSITION KNOWN), pg. 2-10 21 
  22 

MGM 23 
  14. Select 'Setup' / 'Select Test Cell' 24 

Select Test Cell 25 
Select test cell letter 'A', 'B', 'C' or 'D' 26 
If test cell A or C, select test cell letter 'A' 27 
If test cell D, select test cell letter 'D' 28 
Select 'OK' 29 
Record Run, Load Cell value 'Load' (from PGSC screen) and MET in table   30 
 below 31 

  32 
 33 
 34 
 35 
Change AP-02 Step to read: 36 
AP–03 ACTIVATION WITH FAILED PRESSURE SENSOR, pg, 2-14 37 
  38 
  39 

MGM 40 
Shared PGSC 15. Select 'Setup' / 'Select Test Cell' 41 

Select Test Cell 42 
Select test cell letter 'A', 'B', 'C' or 'D' 43 
If test cell A or C, select test cell letter 'A' 44 
If test cell D, select test cell letter 'D' 45 
Select 'OK' 46 
Record Load Cell value 'Load' from PGSC screen in table below  47 

 48 
 49 
 50 
 51 
 52 


